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Welcome and Introductions



Meeting Summary



Drawings 6020 & 6030 
with Halff



Access



“C”

Keyway joint to be min. 18” 
above flowline, unless 
approved by engineer.

Standard 26” Frame 
and cover or by 
specified by owner

7. Inlet opening shall be 6” min or 8” max
8. Precast products may be used at the approval of the Owner

9. Allow 1” min clear space between OD of 
pipe or box and inside wall of inlet (OD of pipe 
or box should account for skewed conditions). 









Include steel 
detailing and 
make similar to 
drawing(s) 6020 

Standard 26” Frame 
and cover or by 
specified by owner

Frame and cover

Access



Include steel 
detailing and make 
similar to drawing(s) 
6020

Frame and 
cover



Include steel 
detailing and 
make similar to 
drawing(s) 6020



“C”.

95%

7. Precast products may be used at the approval of the Owner

9. Allow 1” min clear space between OD of pipe or box and inside wall of inlet (OD of 
pipe or box should account for skewed conditions). 



Division 2000: Pavement Systems







No. 4 Bars on 18” 
CTRS. Both ways

No. 4 Bars on 18” 
CTRS. Both ways

No. 4 Bars on 18” 
CTRS. Both ways

No. 4 Bars on 18” CTRS. 
Both ways

4
4

4
4

4:1

Replace Plan with a more 
general layout to include 
crosswalks, ADA ramps, 
striping, and possibly 
additional lane width for 
bicycle lanes per TxDOT3. Alternative subgrade, thickness, and steel may be 

utilized with more detailed study and analysis and as 
approved by owner

8” minimum stabilized 
subgrade per section 301 and 
as approved or specified by 
owner

4. If lime stabilized subgrade is utilized a 
minimum of 40 lbs/sy is required 



No. 4 Bars on 18” 
CTRS. Both ways

No. 4 Bars on 18” CTRS. 
Both ways

No. 4 Bars on 18” 
CTRS. Both ways

No. 4 Bars on 18” 
CTRS. Both ways

4
4

4

4

4:1

Replace Plan with a more 
general layout to include 
crosswalks, ADA ramps, 
striping, and possibly 
additional lane width for 
bicycle lanes per TxDOT

8” minimum stabilized 
subgrade per section 301 and 
as approved or specified by 
owner

3. Alternative subgrade, thickness, and steel may be 
utilized with more detailed study and analysis and as 
approved by owner

4. If lime stabilized subgrade is utilized a 
minimum of 40 lbs/sy is required 



4

*(see note 4)

4. Straight crown or 
parabolic crown as 
approved by owner

18”4”

2. Alternative subgrade, thickness, and steel may be 
utilized with more detailed study and analysis and as 
approved by owner

4

4
4

4:1

4:1

8” minimum stabilized 
subgrade per section 301 and 
as approved or specified by 
owner

6”



18”
Or as approved by owner

3. Alternative subgrade, thickness, and steel may be 
utilized with more detailed study and analysis and as 
approved by owner

8” minimum stabilized 
subgrade per section 301 and 
as approved or specified by 
owner

*(see note 1)

1. Crown section may be used in lieu of invert with 
provision of an adequate drainage design and as 
approved by owner



No. 4 Bars on 18” 
CTRS. Both ways

No. 4 Bars on 18” 
CTRS. Both ways

No. 4 Bars on 18” 
CTRS. Both ways

1. Apply backer rod as 
approved by owner 



*cleanup lines 
through median



Alternate subgrade

































































Next Steps

• Determine action items for Subcommittee Members and NCTCOG 
staff



Next Standard Drawings Meetings
March 9, 2020
10am-11:30am

Regional Forum Room


